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DG Series Sub-Subminiature

DG1 3 amp 125 VAC
2 amp 30 VDC

DG2 50 mA 30 VDC

DG3 0.5 amp 125 VAC
1 amp 30VDC

DG4 1 amp 125 VAC
1 amp 30 VDC

Thermoplastic
Actuating Button

Common
Terminal

Thermoplastic
Case

Silver or Gold
Contacts

NC Terminal
NO Terminal

Features

■ Compact size:
0.504''L x 0.228''W x 0.255''H

■ Insertion molded terminals;
printed circuit mountable

■ Automatic assembly insures
consistent quality

■ UL94V-O
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DG Series Sub-Subminiature

1

Series
Prefix Rating
DG1 3 amp 125 VAC

2 amp 30 VDC

DG2 50 mA 30 VDC

DG3 0.5 amp 125 VAC
1 amp 30 VDC

DG4 1 amp 125 VAC
1 amp 30 VDC

Temperature Rating -25° to +65°C
Flammability Rating UL94V-O

DG

C
O
D
E

1 Black 3 amp 125 VAC
2 amp 30 VDC

2 Green 50 mA 30 VDC

3 Deep 0.5 amp 125 VAC
Red 1 amp 30 VDC

4 Brown 1 amp 125 VAC
1 amp 30 VDC

Series/Prefix

Base Current
Color Rating

C
O
D
E

Button Operating
Color Force

1

C
O
D
E

1

2

3

C
O
D
E

C D.T.

C
O
D
E

AA Button — — —

L Lever .169 .500 1.012

R Roller .075 — —

Actuator Length
Actuator A B C

Ordering Information

Contact
Configuration

Terminal
Configuration

Dimensions: Inches (mm)
Contacts and Ratings

1

Operating Characteristics

Operating Force 140 gms. max.

Rest Position* 0.231 ref.

Pretravel 0.020 max.

Operating Position* 0.213 ±0.008

Movement Differential 0.004 max.

Overtravel 0.008 min.

* Measured above reference line. Refer to dimensional drawing above.

Terminals

Actuator lengths are
dimensioned from
center line of switch
mounting hole.

Actuator
Length

Switch Mtg HoleReference
Line

0.122

0.083 0.138

0.122

0.083

0.200
(5.08)

0.200
(5.08)

0.256
(6.50)

0.087
(2.21) 0.035

(0.89)

0.138
(3.51)

0.059
(1.50)

0.196
(4.98)

0.078
(1.98)

0.218
(5.54)

0.504
(12.80)

0.124
(3.15)

0.078
(1.98)

0.228
(5.79)
0.110
(2.79)

0.024
(0.61)

Reference
Line

PCB Footprint

0.05

0.20.20.1

0.2

Electrical
Specifications/Life
Mechanical Life 3 x 105 cycles

Electrical Life 1 x 104 cycles

Materials
Contacts Gold Plated (DG2 only)

or Silver Alloy
Terminals Silver Plated Brass
Blade Beryllium Copper
Actuator Stainless Steel
Base Thermoplastic Polyester
Cover Thermoplastic Nylon 66
Button Thermoplastic Polyester

B* Black 140g

C** Natural 75g

*  Not available for DG4

** For DG2 and DG4 only

C B A


